












EasyCal calibration software

The WIKA EasyCal calibration software is used for the 
calibration (inspection equipment monitoring) of mechanical 
and electronic pressure measuring instruments in accord-
ance with DIN ISO 9000ff.

■■ A calibration-assistant guides you through the calibration
■■ User-friendly interface
■■ Automatic generation of the calibration steps in accord-

ance with DIN EN 837-1
■■ Generation of 3.1 certificates in accordance with 

DIN EN 10204
■■ Customer-specific test reports possible (Access report-

designer)
■■ Calibration data storage and instrument management via 

Access database
■■ Languages: German/English/Spanish/French

Free demo version available
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Scope of delivery
■■ CPH62I0-S1: Intrinsically-safe version EX ib IIC T4 or 

ATEX directive 94/9/EC incl. 9 V block battery
■■ One sensor connection cable per channel
■■ 3.1 calibration certificate in accordance with 

DIN EN 10204
■■ Choice of sensors

Options
■■ CPH62I0-S2: 2-channel version (differential pressure 

measurement possible via 2 connected CPT62I0 refer-
ence pressure sensors)

■■ CPH6200 (see data sheet CT 11.01)
■■ DKD/DAkkS certified accuracy of 0.2 % or 0.1 %
■■ Sensors for oxygen applications

Accessories
Connection adapters

■■ Various pressure adapters
■■ "Minimess" Quick-Connect process connection system

Pressure generation
■■ Pneumatic test pumps
■■ Hydraulic test pumps
■■ Integral reservoir and pressure hoses

Products and services within our calibration technology programme
■■ DKD/DAkkS calibration services for pressure
■■ Repair of calibration units of all makes
■■ Portable pressure measuring devices for test and calibra-

tion tasks
■■ Precision pressure measuring instruments and pressure 

controllers
■■ Primary standards for pressure
■■ Testing technology system solutions

■■ DKD/DAkkS calibration services for temperature
■■ Portable measuring instruments and calibrators
■■ Temperature dry well calibrators
■■ Calibration baths and ovens
■■ Precision thermometers
■■ Primary standards for temperature
■■ Consulting and training
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Hand-held pressure indicator model CPH62I0-S2 with 
two model CPT62I0 reference pressure sensors

Test cases
■■ Measuring cases
■■ Various calibration cases incl. test pump

Software
■■ GSoft data-logger evaluation software for model 

CPH6200/CPH62I0/CTH6200
■■ EasyCal Light calibration software for model CPH6200/

CPH62I0


